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Fixing Skewed Roller Blinds with Adhesive Tape 
Scope Roller 

Due to the material properties of some roller blind  fabrics, 
a roller blind may hang skewed or deviate  from its 
vertical course, even when the roller blind is mounted 
perfectly horizontally. This is unavoidable and, to an extent, 
permissible. 

The following specifications are within the normal 
parameters for sun protection fabric DIN EN13120    
and take into account environmental conditions (e.g. 
air humidity) at a temperature of 23°C (+/-5°C) / 73.5°F  
(+/-9°F). 

Any horizontal deviation should not exceed 2” or 5mm and 
any vertical deviation should not exceed 4 “ or 10 mm. 

Fabric thickness variations can be compensated underlaying a piece of tape on the shaft. 

There can also be a sideways movement on the fabric 
shaft as the fabric can easily move to the left or right 
on the shaft. As long as this movement does not 
cause the fabric to come in contact with the lateral 
bearing of the roller tube, this movement is 
permissible (see the figure on the right). 

Due to the different material properties of the fabric, each MHZ roller blind is checked to see if it runs straight 
before delivery and is adjusted if necessary; however, the fabric of the roller blind can shift during transport 
or installation. For this reason, each roller blind should be completely unwound and rewound several 
times after installation so that the fabric can straighten itself on the fabric shaft again. The most important 
prerequisite for straight hanging fabric is leveled mounting. 

Due to external influences, such as temperature and humidity of the installation location, the blind can wind 
differently than it did in the production plant. Up to a certain degree, this should not be considered a fault. A 
blind can be used in different rooms, such as a cool bedroom, warm living room, or damp bathroom, and each 
environment can cause it to wind or unwind differently. In addition, not leveled mounted brackets, even by a few 
mm (1/16" or 1/8"), can influence the run course of the fabric. 

If a roller blind's hembar is not straight, it can be fixed in a few minutes with a few simple steps by underlaying 
the fabric with a piece of adhesive tape. This solution can be adapted to the conditions and circumstances 
on site and, therefore, a skewed blind does not need to be returned. 

Deviation 
max. 4”/10mm Deviation 

max. 2”/5mm 
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Fixing Skewed Roller Blinds with Adhesive Tape 
Scope Roller Blinds 

Example: 
In this example, the hembar hangs a little lower on the right than on the 
left when the blind is raised. 

Lower the curtain completely until you can see the bare fabric shaft, 
then pull it back up completely. Repeat this process three times. If the 
hembar is still skewed, lower the curtain again until the fabric shaft can 
be seen (lower completely). 

On the side that hangs lower, attach a narrow piece of adhesive tape 
horizontally on the fabric shaft (where the shaft is marked red in the 
diagram on the right). This creates a larger wrap circumference on the 
side with the tape, which pull the fabric up faster on this side. 

If the hembar is still skewed after raising the blind, repeat this process. 

Adjust the placement of the adhesive strip (marked in red in the diagram 
on the right). E.g. attach it at an angle or attach a second piece of 
adhesive tape underneath the original piece so that the vertical area 
that the strips affect is bigger. 

Adjust the alignment of the adhesive strip until the hem bar hangs 
straight in the upper position. 

If there is an adhesive strip on the fabric shaft already when it is lowered the first time, it is not a faulty roller 
blind. This belongs to the factory settings. This adhesive strip can be adjusted or removed according to these 
instructions in order to adapt the roller blind to location specific conditions. 

Explanation: 
It is irrelevant whether you work with one narrow or one wide adhesive strip or with several. The larger the 
area of "h" or thicker the material, the stronger the effect. 

These examples will have roughly the same effect on the blind: 

 h h h h  h 

Real Example: 
The tape is coloured red for 
better visibility. 

The examples will have roughly the same effect on the blind: 

h h h h h 

E.g. fabric running to the right, as shown in the illustration on page 1, can be corrected by carefully  placing a
small piece of tape on the left side.

We recommend using white adhesive tape strips so that the tape does not show through lighter fabrics or stain 
the fabric. The adhesive tape used by MHZ (Art.No. 07-4022-000, width 1 3/8” or 35mm, thickness 19.7 mil or 
0.5mm) can also be ordered. 




